
PART NUMBER V11H244052

PROJECTION SYSTEM   RGB Liquid Crystal Shutter Projection System

SPECIFICATION OF LCD SIZE 0.7 Inch with MLA (x 3)
MAIN PARTS DRIVING  METHOD Poly-Silicon TFT Active Matrix

PIXEL NUMBER 921,600 Dots (1280 x 720) x 3
NATIVE RESOLUTION 720p

PROJECTION LENS  TYPE Manual Zoom / Focus
F-NUMBER 2.0 - 3.17
FOCAL LENGTH 22.5 - 47.2 mm
ZOOM RATIO 2.1

LAMP TYPE 170 W UHE
LIFE* 1700 Hours (Colour Mode: Dynamic, Living Room,

sRGB, Natural Theatre) /
3000 Hours (Colour Mode: Theatre Black 1, 
Theatre Black 2)

*These are not the guaranteed number of lamp hours, but the recommended hours after which the lamp should be replaced in order to ensure
optimum picture quality

SCREEN SIZE (PROJECTED DISTANCE)   30-300 inch (Wide 0.93 to Tele 20.35 m)

BRIGHTNESS 1600 ANSI lm (Colour Mode: Dynamic)

CONTRAST 10000:1 (Colour Mode: Dynamic, Zoom: Wide, Lens 
Shift: Full, Auto Iris: On)

BRIGHTNESS UNIFORMITY 88 %

LENS SHIFT RANGE VERTICAL  102 % Max. (Upward and Downward)
HORIZONTAL  50 % Max. (Left and Right)

ANALOG RGB I/O  Mini D-Sub 15-Pin

SUPPORTED RGB SIGNAL RESOLUTIONS  1280 x 1024 / 1024 x 768 / 800 x 600 / 640 x 480

VIDEO I/O INPUT SIGNAL VIDEO STANDARD NTSC / NTSC4.43 / PAL / M-PAL / N-PAL /
PAL60 / SECAM
525i / 525p / 625i / 625p / 750p / 1125i

INPUT TERMINAL VIDEO Component Video: 3 RCA x 1, D4 x 1
Composite Video: RCA (Yellow x 1)
S-Video: Mini DIN x 1

DIGITAL I/O INPUT TERMINAL HDMI

CONTROL I/O RS-232C

KEYSTONE CORRECTION Vertical: -15 to +15 Degrees

COLOUR MODE Theatre / Theatre Black 1 / Theatre Black 2 / Natural / 
sRGB / Living Room / Dynamic

NEW EPSON CINEMA FILTER Controlled Automatically with Colour Mode
ON Theatre / Theatre Black 1 / Theatre Black 2 / 

Natural / sRGB
OFF Living Room / Dynamic

AUTO IRIS FUNCTION  Controlled Automatically Adjusting to Video Source
(User Selectable)

OTHER FUNCTIONS  Epson Super White, Customised Gamma Adjusting
Six-Axis Colour Adjustment, Advanced Sharpness
Adjustment etc.

OPERATING TEMPERATURE 5ºC to 35º <41ºF to 95ºF>

START-UP PERIOD About 12 Seconds

POWER SUPPLY VOLTAGE   100-240 VAC  ±10%, 50/60 Hz

POWER CONSUMPTION LAMP ON                    240W (Lamp High), 200W (Lamp Low)
STANDBY 5W

DIMENSIONS (D X W X H) 310 x 406 x 124 mm (Excludes Feet)

WEIGHT  Approx. 5.4 kg / 11.9 lbs.

FAN NOISE   26 dB (Colour Mode: Theatre Black 1 / Theatre Black 2)
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SPECIFICATIONS

Dealer’s Stamp
INDIA — (91) 80-305-15000, CALCUTTA – 228 31589/90,

CHENNAI — 302 77500, MUMBAI – 282 61515/16/17, NEW DELHI – 306 15000

INDONESIA — (62) 21-572-3161

MALAYSIA — (60) 3-562-88288

PHILIPPINES — (632) 813-6567

SINGAPORE — (65) 6586-5500, (65) 6586-3111

THAILAND / INDOCHINA — (662) 685-9888

Printed October 2006

SUPPLIED ACCESSORIES
Power Cable 3 m
Remote Control With AA Type Alkaline 

Batteries x 2pcs
User’s Manual

OPTIONAL ACCESSORIES
ELPLP39 (V13H010L39) Replacement Lamp
ELPAF09 (V12H134A09) Air Filter (1 Sheet)

PROJECTION DISTANCE

Weight – approx. 5.4 kg / 11.9 lbs.
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THE ULTIMATE VISUAL EXPERIENCE

• High brightness of 1600 ANSI lm

• Ultra high contrast ratio of 10000:1

• Customised gamma adjustment to perfect your images
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Epson is the registered trademark of SEIKO EPSON
CORPORATION.

All other product names and other company names
used herein are for identification purpose only and
may be the trademarks or registered trademarks of
their respective owners. Epson disclaims any and
all rights in those  marks. Scan/Print samples shown
herein are simulations. Specifications are subject to
change without notice.

4:3 Screen
Size (inches)

30

40

60

80

100

120

150

200

300

Wide (cm)

113

153

231

310

389

468

586

782

1176

Tele (cm)

245

328

494

661

827

993

1243

1659

2490



Colour Mode
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For use in a bright room

For use in a room with curtains closed

Compliant with sRGB

Film-like texture and image quality

Theatre

Theatre Black 1

Theatre Black 2

Natural image quality. Basic colour mode setting

TV-like image quality

Professional, monitor-like image quality

Suitable for HD contents

80" wide screen

(1.0m)
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Wide Ranging Adaptability
Vertical & Horizontal Lens Shift

The EPSON EMP-TW700 comes equipped with a vertical and
horizontal lens shift function that allows the user to reposition the
image up to 2 screen widths laterally and 3 screens vertically without
altering the shape or compromising the image quality. This useful
function allows you to place the projector off to the side and view
an undistorted image on the screen.

The small, yet high luminescent 170W lamp (E-TORL) in the
EPSON EMP-TW700 is capable of projecting an impressive 1600
ANSI lm, making it possible to enjoy clear images without dimming
the room.

Enjoy Outstanding Image Quality with
Epson s Innovative Features
High Contrast Ratio (10000:1) with Auto Iris

Experience crisper whites and richer
blacks on your screen as the new Auto
Iris function regulates your image contrast
Ð with an amazing 10000:1 contrast ratio.

Lamp brightness is controlled at 60 times
per second and the new generation
D5 LCD panel works with the Auto Iris
function to project incredibly clear, vivid
images for your viewing pleasure.

Epson Super White

For absolute clarity in white and grey, you can depend on the
Epson Super White feature. This innovative technology underpins
the projectorÕs ability to accurately display white signals that
are increasingly seen in DVDs and television broadcasts. In
addition, images are corrected with Epson Super White which
compensates for overexposure often found in the bright portions
of the image.

The New Epson Cinema Filter

The new and improved Epson Cinema Filter adjusts your image
to its optimum colour. This feature adjusts the Red, Green and
Blue primary colours of light with delicate balance to project an
extensive range of colours. The result Ð beautiful images with
true-to-life colours.

Image before Image after

See richer blacks when
Auto Iris is off

See crisper whites when
Auto Iris is on
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